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Mould flux powder (mould powder, casting powder, mould flux slag) is one of the most 
influential and critical factors during the continuous casting. 
Before the development of the synthetic mould powders, rape-seed oil and 
fly-ash based powders were used to lubricate and protect the melt. 
However, none of them could work as efficient as the synthetic powders. 
Today, many types of mould powders with different compositions and shapes are 
produced to suit the casting of diverse steel grades and sizes. 
The choice of powder requires a deep knowledge of the casting process, 
steel composition, desired and feasible preferences and characteristics 
for the process and product. 

Tundish Cover is added on top of the liquid steel in the tundish during casting. 
Tundish cover is a very important parameter for temperature control during casting. 
It also protects the liquid steel from atmospheric exposure and can assist in inclusion 
absorption from liquid steel, and therefore assist in cleaner steel production. 

Thermal Ladle Cover is added on top of the liquid steel and slag in the steel ladle. 
It can be added at any time of the ladle refining process, as required. 
It forms a thermal barrier on top of the liquid steel, and helps to prevent heat loss, 
that can lead to increased energy costs, as well as unplanned casting stoppages 
due to unplanned freezing during long casting sequences. 
It also improves yield through prevention of large ladle sculls. 

After we determine your production conditions and product grade , we provide the exact 
granular powder while we consider QUALITY, EFFICIENCY and 
PRICE for OPTIMUM solutions. 
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